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Blazer Line Interactive UPS Specification

OUTPUT

BATTERY

TRANSFER
TIME

INDICATOR

Blazer 400 Blazer 600 Blazer 800 Blazer 1000 Blazer 1400 Blazer 2000
400VA/240W 600VA/360W 800VA/4B0W 1000VA/600W 1400VA/B40W 2000VA/1200W
110/115/120VAC or 220/230/240VAC
Voltage Range 81-145VAC / 162-290VAC
110/115/120VAC or 220/230/240VAC
Voltage Regulation (Battery Mode) +10% +5% At load<50%
Frequency 50Hz or 60Hz
Frequency Regulation (Battery Mode) +-1Hz
Output Waveform Modified Sinewave
Battery Type and Number* 12V/4.5AH x 1 pc 12VI7AH x 1pc 12V/I9AH x 1pc 12V/TAH x 2pc 12V/9AH x 2pc
a‘:ﬁgs Time (8£8 FC load with 15 8-12 minutes 15-20 minutes 25-30 minutes 40 minutes 45minutes
Recharge Time 8 hours to 90% after complete discharge 10 Hours to 90% 6 Hours to 0%
2-6ms 4-8ms
The 1st green LED lighting
AC Mode Green lighting

The 2nd to 5th green LEDs gradually lighting indicating load level

Green flashing

The 1st green LED flashing

The 2nd to 5th green gradually lighting indicating battery capacity

Red LED lighting

AUDIBLE
ALARM

Sounding every 10 seconds

Sounding every second

Sounding every 0.5 second

Battery replace

Sounding every 2 seconds

Fault

Continuously sounding

Full Protection

PROTECTION

Discharge, Overcharge, and Overload Protection

Discharge, Overcharge, Short-Circuit and Overload Protection

PHYSICAL

Dimension D x W x H {(mm)

330 x 100 x 140

405 x 205 x 145

Net Weight (kgs)

5 6 6.5

96 97 9.8

=V L2l Operating Environment

0- 40°C, 0-90 % relative humidity (non-condensing)

0- 40°C, 0-90 % Relative Humidity (non-condensing)

Noise Level

Less than 40dB

Less than 45dB

INTERFACE e )

Support Windows family, Linux, IBM Aix, Sun Solaris, Compaq True64, UnixWare, FreeBSD, HP-UX, and MAC

USB Option

Windows family and MAC OS y

* Product specifications are subject to change without further notice.
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